
 

 

CODE NO. 98-07 
DROP LOCKS 

 
 
 
 
 

  

 

 
Code no. 98-0701 
BOLT-ON DROP LOCK 
Zinc plated steel 
 
19 mm neck, M12 x 24 mm shank                   Weight: 0.09kg 
Suitable for 4.8 mm ironwork 
 

 
 
 

 

 

 

 
Code no. 98-0702 
BOLT-ON DROP LOCK 
Zinc plated steel 
 
19 mm neck, M12 x 34 mm shank                   Weight: 0.10kg 
Suitable for 6 mm ironwork 
 

  

 
 

 
Code no. 98-0703 
BOLT-ON DROP LOCK 
Zinc plated steel  
 
19 mm neck, M12 x 76 mm shank                   Weight: 0.14kg 
Suitable for 6 mm ironwork 
Nut and washer supplied 
 

 
 
 
 

 

 

 
Code no. 98-0705 
BOLT-ON DROP LOCK 
Zinc plated steel  
 
19 mm neck, M12 x 34 mm shank                   Weight: 0.11kg 
Suitable for 14 mm ironwork 

                                                                                                                                                                     Dimensions in mm 
 
 
 
 
 

 



 

 

CODE NO. 98-07 
DROP LOCKS 

 
 
 
 
 

 

 

 
Code no. 98-0706 
BOLT-ON DROP LOCK 
Zinc plated steel  
 
19 mm neck, M12 x 76 mm shank                   Weight: 0.11kg 
Suitable for 6 mm ironwork 
Including slotted keyway, Nyloc nut and washer  

 
 

 

  
 

 

 
Code no. 98-0710 
BOLT-ON DROP LOCK 
Zinc plated steel 
 

Code no. 98-0711 
BOLT-ON DROP LOCK 
Stainless steel 
 
19 mm neck, M12 x 26 mm shank                   Weight: 0.10kg 
Suitable for 6 mm ironwork 

 
 

 
 

 

 

 
Code no. 98-0712 
BOLT-ON DROP LOCK 
Stainless steel  
 

Code no. 98-0722 
Zinc plated steel 
 
12.5 mm neck, M8 x 38 mm shank                  Weight: 0.05kg 
Suitable for 6 mm ironwork 
Nut and washer supplied 

 
 
 
 

 

 

 
Code no. 98-0713 
WELD-ON DROP LOCK 
Zinc plated 
 
19 mm neck, M8 x 12 mm square shank. Shank drilled and 
tapped 8 mm internal thread on shank.              
Suitable for 6 mm ironwork                              Weight: 0.08kg 

                                                                                                                                                                     Dimensions in mm 
 

 



 

 

CODE NO. 98-07 
DROP LOCKS 

 
 
 
 
 

  

 

 
Code no. 98-0715 
BOLT-ON DROP LOCK 
Zinc plated steel 
 
12.5 mm neck, M8 x 21 mm shank                  Weight: 0.04kg 
Suitable for 6 mm ironwork 
Nyloc nut and washer supplied 
 

 
 
 

 

 
 

 

 
Code no. 98-0718 
BOLT-ON DROP LOCK 
Zinc plated steel 
 
12.5 mm neck, M10 x 30 mm shank                Weight: 0.04kg 
Suitable for 6 mm ironwork 
 

  

 
 

 
Code no. 98-0745 
DROP LOCK 
Yellow passivated steel  
 
19 mm neck, M12 x 51 mm shank, spring loaded                  
Suitable for 6 mm ironwork and 19 mm I.D. tubular side rail 
Nyloc nut supplied                                           Weight: 0.18kg 
 

 
 
 
 

 
 

 

 
Code no. 98-0764 
WELD-ON DROP LOCK 
Zinc plated steel  
 

Code no. 98-0765 
WELD-ON DROP LOCK 
Self colour steel  
 
19 mm neck, M12 x 12 mm shank                   Weight: 0.09kg 
Suitable for 6 mm ironwork 
 

                                                                                                                                                                     Dimensions in mm 
 
 
 
 

 



 

 

CODE NO. 98-07 
DROP LOCKS 

 
 
 
 
 

  
 

 

 
Code no. 98-0766 
WELD-ON DROP LOCK 
Zinc plated steel 
 
12.5 mm neck, M8 x 10 mm shank                  Weight: 0.03kg 
Suitable for 6 mm ironwork 

 
 
 

 

 

 
 

 
Code no. 98-0768 
WELD-ON DROP LOCK 
Zinc plated steel 
 
19 mm neck, M12 x 9 mm shank                     Weight: 0.12kg 
Suitable for 22 mm ironwork 
 

                                                                                                                                                                     Dimensions in mm 
 

 
 

 
 
 

 


